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1 Technical data

KERN EWJ 600-3 EWJ 6000-2
Item no./ Type TEWJ 600-3-A TEWJ 6000-2-A
Readability (d) 0,001 g 0,01g
Weighing range (max) 600 g 6000 g
Reproducibility 0,003 g 0,03 g
Linearity + 0,005 ¢ 0,059
Stabilization time (typical) 6s

Smallest part weight for

piece counting - under lab 2mg 10 mg
conditions*

Smallest part weight for

piece counting - under 20 mg 100 mg
normal conditions™**

Recommended adjust-

ment weight, not added 600 g (E2) 6 kg (E2)
(class)

Warm-up time 4 h

Weighing Units g, kg, gn, dwt, tl (Tw), tl (HK), ozt, tl (Singap, Malays), ct, mo, Ib, oz, ffa, m
Humidity of air 80 %

Allowable ambient tempe- 15°C . 30 °C

rature

Input voltage Appliance

12 V DC, 500 mA

Input voltage Mains adapter 100V -240V, 50/60 Hz

) Operating time 57 hrs (backlight off)
%ﬁ:?e battery operation (0p- Operating time 32 hrs (backlight on)

Loading time approx. 6,5 hrs.
Auto-Off (rechargeable battery) selectable off, 30s, 1, 2, 5, 30, 60 min
Dimensions housing 220 x 340 x 321 mm 220 x 340 x 105 mm
Weighing plate, stainless @& 120 mm 155 x 145 mm
steel
Net weight (kg) 3,2 3,4
RS232, Bluetooth 2.0 (factory option), Bluetooth 4.0 (factory option),

Interfaces

USB-D
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KERN EWJ 300-3 EWJ 300-3H EWJ 3000-2
Item no./ Type TEWJ 300-3-B TEWJ 300-3H-B TEWJ 3000-2-B
Readability (d) 0,001 g 0,001 g 0,01 g
Weighing range (max) 300 g 300 g 3000 g
Reproducibility 0,003 g 0,003 g 0,039
Linearity +0,005¢g +0,005¢g +0,05¢g
Stabilization time (typical) 2s

Smallest part weight for

piece counting - under lab 2mg 2mg 20 mg
conditions*

Smallest part weight for

piece counting - under 20 mg 20 mg 200 mg
normal conditions**

Recommended adjust-

ment weight, not added 300 g (F1) 300 g (F1) 3 kg (F1)
(class)

Warm-up time 2h

Weighing Units

g, kg, gn, dwt, tl (Tw), tl (HK), ozt, tl (Singap, Malays), ct, mo, Ib, oz, ffa, m

Humidity of air

80 %

Allowable ambient tempe-
rature

15°C...30°C

Input voltage Appliance

12 V DC, 500 mA

Input voltage Mains adapter 100V -240V, 50/60 Hz

) Operating time 57 hrs (backlight off)
t?otﬁrar:ll)ge battery operation (op- Operating time 32 hrs (backlight on)

Loading time approx. 6,5 hrs.

Auto-Off (rechargeable battery) selectable off, 30s, 1, 2, 5, 30, 60 min
Dimensions housing 220 x 340 x 90 mm 220 x 340 x 321 220 x 340 x 105
Weighing plate, stainless @ 80 mm & 80 mm @ 135 mm
steel
Net weight (kg) 2,6 3,6 3,0

Interfaces

RS232, Bluetooth 2.0 (factory option), Bluetooth 4.0 (factory option),

USB-D
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KERN

EWJ 600-2M

Item no./ Type

TEWJ 600-2M-B

Readability (d)

0,01g

0,01g

Weighing range (max)

600 g

600 g

Reproducibility

0,01g

0,01g

Linearity

+0,03g

Stabilization time (typical)

2s

Verification value (e)

0,1g

0,149

Verification class

Minimum weight (min)

0,59

0,59

Smallest part weight for
piece counting - under lab
conditions*

20 mg

20 mg

Smallest part weight for
piece counting - under
normal conditions™*

200 mg

200 mg

Recommended adjust-
ment weight, not added
(class)

internal

Warm-up time

2h

Weighing Units

g, kg, ct

Humidity of air

80 %

Allowable ambient tempe-
rature

15°C...30°C

Input voltage Appliance

12 V DC, 500 mA

Input voltage Mains adapter 100V -240V, 50/60 Hz

) Operating time 57 hrs (backlight off)
t?otﬁrar:ll)ge battery operation (op- Operating time 32 hrs (backlight on)

Loading time approx. 6,5 hrs.
Auto-Off (rechargeable battery) selectable off, 30s, 1, 2, 5, 30, 60 min
Dimensions housing 220 x 340 x 90 mm 220 x 340 x 90
Weighing plate, stainless @120 mm @120 mm
steel
Net weight (kg) 3,2 2,8
RS232, Bluetooth 2.0 (factory op-

Interfaces tion), Bluetooth 4.0 (factory option), -

USB-D

TEWJ-B-BA-e-2620
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KERN

EWJ 6000-1M

EWJ 6000-1SM

Item no./ Type

TEWJ 6000-1M-B

TEWJ 6000-1SM-B

Readability (d)

0,149

0,149

Weighing range (max)

6000 g

6000 g

Reproducibility

0,149

0,149

Linearity

+0,3

03

Stabilization time (typical)

2s

Verification value (e)

19

19

Verification class

Minimum weight (min)

59

59

Smallest part weight for
piece counting - under lab
conditions*

100 mg

100 mg

Smallest part weight for
piece counting - under
normal conditions™*

19

19

Recommended adjust-
ment weight, not added
(class)

internal

internal

Warm-up time

2h

Weighing Units

g, kg, ct

Humidity of air

80 %

Allowable ambient tempe-
rature

15°C...30°C

Input voltage Appliance

12 V DC, 500 mA

Input voltage Mains adapter 100V -240V, 50/60 Hz

) Operating time 57 hrs (backlight off)
t?otﬁrar:ll)ge battery operation (op- Operating time 32 hrs (backlight on)

Loading time approx. 6,5 hrs.
Auto-Off (rechargeable battery) selectable off, 30s, 1, 2, 5, 30, 60 min
Dimensions housing 220 x 340 x 105 220 x 340 x 105
Weighing plate, stainless 155 x 145 155 x 145
steel
Net weight (kg) 3,4 3,4
RS232, Bluetooth 2.0 (factory op-

Interfaces tion), Bluetooth 4.0 (factory option), -

USB-D
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* Smallest part weight for piece counting - under lab conditions:

» There are ideal ambient conditions for high-resolution counting
» The parts to be counted are not scattered

** Smallest part weight for piece counting - under normal conditions:
» There are unsteady ambient conditions (draft, vibrations)
» The parts to be counted are being scattered

2 Declaration of conformity

The current EC/EU Conformity declaration can be found online in:

www.kern-sohn.com/ce

TEWJ-B-BA-e-2620
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3 Appliance overview

3.1

Components

2

|
\ -

Pos. | Designation Pos. | Designation
1 Windshield 7 RS232 connection
2 Weighing plate 8 USB connection
3 Levelling screw 9 Mains adapter connection
4 Bubble level 10 | Battery case
5 Keyboard 11 | Transport lock
6 Display 12 | Adjustment switch

10
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3.2 Operating elements

3.2.1 Keyboard overview

Button Name Function in Operating mode

Function in Menu

» Calculate weighing data via

PRINT/ESC interface
S

» Exit menu / back to weighing
mode

» Menu level back

» Switch weighing unit
MODE MODE

> Navigation key W

» Counting, see chap. 12
PCS

> Navigation key €

11.4.3

Internal adjustment (press
button long time)

%

Percent weighing, see chap.

» Navigation key =

» Taring
TARE

\4 Y

» Navigation key A\

» Zeroing » Select menu item
20€ , .
ZERO » Confirm selection
» Switch on/off
ON (press button long time)
OFF ON/OFF » Switch on/off the display
background illumination
(press button short time)
12 TEWJ-B-BA-e-2620




3.2.2 Numerical input

Button

Designation

Function

Navigation key €

Select cipher

Confirm entry. Press button repeatedly for every
digit. Wait until the numeric input window extin-
guishes.

Navigation key =

Select cipher

Confirm entry. Press button repeatedly for every
digit. Wait until the numeric input window extin-
guishes.

MODE

Navigation key W

Reduce flashing cipher (0 — 9)

Navigation key A

Increase flashing cipher (0 — 9)

TEWJ-B-BA-e-2620
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3.2.3 Overview of displays
ﬁ 0III|III|III|IIIFPTARE HOLD PEAKNETG AUTOX MENU CAL AP N

O i

o

Vv ve ve vwe
Anzeige Beschreibung
o Stability display
>0< Zero display
- Minus display
Tolerance marks for check weighing

. %

Bar graph display

ottthutlinthine Indicates how much the weighing plate is loaded with respect to the maxi-
mum weighing range

PRE-Tare enabled

HOLD Data-Hold enabled
NET Display net weight value
G Display gross weight value
2 Weighing data can be found in the sum memory
AP Autoprint enabled
options g, kg, Ib, gn, dwt, oz, ozt
Units display / o or . .
Pcs/ % Application icon [Pc¢s] for piece counting
or [%] for determination of percentage

14 TEWJ-B-BA-e-2620



4 Basic Information (General)

4.1 Proper use

The balance you purchased is intended to determine the weighing value of material to
be weighed. It is intended to be used as a “non-automatic balance”, i.e. the material to
be weighed is manually and carefully placed in the centre of the weighing plate. As
soon as a stable weighing value is reached, the weighing value can be read.

4.2 Improper Use

Our balances are non-automatic balances and not provided for use in dynamic
weighing processes. However, the balances can also be used for dynamic weighing
processes after verifying their individual operative range, and here especially the
accuracy requirements of the application.

Do not leave permanent load on the weighing plate. This may damage the meas-
uring system.

Impacts and overloading exceeding the stated maximum load (max) of the balance,
minus a possibly existing tare load, must be strictly avoided. Balance may be da-
mage by this.

Never operate the balance in explosive environment. The serial version is not ex-
plosion protected.

The structure of the balance may not be modified. This may lead to incorrect weigh-
ing results, safety-related faults and destruction of the balance.

The balance may only be used according to the described conditions. Other areas
of use must be released by KERN in writing.

4.3 Warranty

Warranty claims shall be voided in case:

Our conditions in the operation manual are ignored

The appliance is used beyond the described uses

The appliance is modified or opened

Mechanical damage or damage by media, liquids, natural wear and tear
The appliance is improperly set up or incorrectly electrically connected
The measuring system is overloaded

TEWJ-B-BA-e-2620 15



4.4 Monitoring of Test Resources

In the framework of quality assurance the measuring-related properties of the balance
and, if applicable, the testing weight, must be checked regularly. The responsible user
must define a suitable interval as well as type and scope of this test. Information is
available on KERN’s home page (www.kern-sohn.com) with regard to the monitoring
of balance test substances and the test weights required for this. In KERN's accredited
calibration laboratory test weights and balances may be calibrated (return to the na-
tional standard) fast and at moderate cost.

5 Basic Safety Precautions

5.1 Pay attention to the instructions in the Operation Manual

= Carefully read this operation manual before setup and commission-
ing, even if you are already familiar with KERN balances.

5.1 Personnel training
The appliance may only be operated and maintained by trained staff.

6 Transport and storage

6.1 Testing upon acceptance
When receiving the appliance, please check packaging immediately, and the appliance
itself when unpacking for possible visible damage.

6.1 Packaging / return transport

o = Keep all parts of the original packaging for a possibly required return.
Only use original packaging for returning.

Prior to dispatch disconnect all cables and remove loose/mobile parts.
Reattach possibly supplied transport securing devices.

g 4 3 8

Secure all parts such as the wind screen, the weighing plate, power
supply unit etc. against shifting and damage.

16 TEWJ-B-BA-e-2620
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71

Unpacking, Installation and Commissioning

Installation Site, Location of Use

The balances are designed in a way that reliable weighing results are achieved in
common conditions of use.

You will work accurately and fast, if you select the right location for your balance.

On the installation site observe the following:

Place the balance on a firm, level surface.

Avoid extreme heat as well as temperature fluctuation caused by installing next
to a radiator or in the direct sunlight.

Protect the balance against direct draughts due to open windows and doors.
Avoid jarring during weighing.

Protect the balance against high humidity, vapours and dust.

Do not expose the device to extreme dampness for longer periods of time.
Non-permitted condensation (condensation of air humidity on the appliance)
may occur if a cold appliance is taken to a considerably warmer environment.

In this case, acclimatize the disconnected appliance for ca. 2 hours at room
temperature.

Avoid static charge of goods to be weighed or weighing container.

Do not operate in areas with hazard of explosive material or in potentially ex-
plosive atmospheres due to materials such as gasses, steams, mists or dusts.

Keep away chemicals (such as liquids or gasses), which could attack and dam-
age the balance inside or from outside.

In the event of the occurrence of electromagnetic fields, static charges (e.g.,
when weighing / counting plastic parts) and unstable power supply, large display
deviations (incorrect weighing results, as well as damage to the scale) are pos-
sible. Change location or remove source of interference.

TEWJ-B-BA-e-2620 17



7.2 Unpacking and checking

Remove device and accessories from packaging, remove packaging material and in-
stall the device at the planned workplace. Check if that there has been no damage and
that all items of delivery scope are present.

Scope of delivery / serial accessories:

e Balance
¢ Mains adapter
e Operating instructions

e Protective hood

Assembling, Installation and Levelling

Remove the transportation lock.

Install weighing plate and wind shield if necessary.
Ensure that the balance is installed in a level position.

4 8 8 0

Level balance with foot screws until the air bubble of the water balance is in the
prescribed circle.

= Check levelling regularly

7.4 Mains connection

i Select a country-specific power plug and insert it in the mains adapter.

not connect the scales to the power mains unless the information on the

ii Check, whether the voltage acceptance on the scales is set correctly. Do
scales (sticker) matches the local mains voltage.

Only use KERN original mains adapter. Using other makes requires con-
sent by KERN.

Important:
> Before starting your weighing balance, check the mains cable for

damage.
» Ensure that the power unit does not come into contact with liquids.
» Ensure access to mains plug at all times.

18 TEWJ-B-BA-e-2620



7.5 Rechargeable battery operation (Factory option)

ATTENTION | = The rechargeable battery and the battery match with each
other. Only use the delivered mains adapter.

= Do not use the balance during the loading process.

= The rechargeable battery can only be replaced by the same
or by a type recommended by the manufacturer.

= The rechargeable battery is not protected against all environmental in-
fluences. If the rechargeable battery is exposed to certain environmen-
tal influences, it may set on fire or explode. Persons may be injured or
material damage may occur.

4

Protect the rechargeable battery against fire and heat.

= Do not bring the rechargeable battery in contact with fluids,
chemical substances or salt.

= Do not expose the rechargeable battery to high pressure or
microwaves.

= Under no circumstances the rechargeable batteries and the
charging unit may be modified or manipulated.

= Do not use a defective, damaged or deformed rechargeable
battery.

= Do not connect or short-circuit the electrical contacts of the
rechargeable battery with metallic objects.

= Liquid may squirt out from a damaged rechargeable battery. If
the liquid gets into contact with the skin or the eyes, the skin
and the eyes may be irritated.

= Ensure the correct polarity when inserting or changing the recharge-
able battery (see instructions in the battery compartment)

= The rechargeable battery operation is overridden when the mains
adapter is connected. For weighing in mains operation > 48 hrs. the
rechargeable batteries must be removed! (Danger of overheating).

= If the rechargeable battery starts to smell, being hot, changing
the colour or being deformed, it must be immediately un-
plugged from mains supply and from the balance if possible.

7.5.1 Load rechargeable battery
The rechargeable battery pack (Option) is charged using the mains cable supplied

Before the first use, the rechargeable battery package should be charged by con-
necting it to the mains power cable for at least 15 hours.

To save the rechargeable battery, in menu (see chap. 14.3.1) the automatic switch-
off function < Huk oFF> can be activated.

If the capacity of the rechargeable batteries is exhausted, <Lo Bat> appears in the
display. Connect the power cable as soon as possible to load the rechargeable battery.
Charging time until complete recharging is approx. 6,5 hrs.

TEWJ-B-BA-e-2620 19



7.6 Connection of peripheral devices

Before connecting or disconnecting of additional devices (printer, PC) to the data in-
terface, always disconnect the balance from the power supply.

With your balance, only use accessories and peripheral devices by KERN, as they
are ideally tuned to your balance.

7.7 Initial Commissioning

In order to obtain exact results with the electronic balances, your balance must have
reached the operating temperature (see warming up time chap. 1). During this warm-
ing up time the balance must be connected to the power supply (mains, rechargeable
accumulator or battery).

The accuracy of the balance depends on the local acceleration of gravity.
Strictly observe hints in chapter Adjustment.

7.8 Adjustment

As the acceleration value due to gravity is not the same at every location on earth,
each balance must be coordinated - in compliance with the underlying physical
weighing principle - to the existing acceleration due to gravity at its place of location
(only if the balance has not already been adjusted to the location in the factory). This
adjustment process must be carried out for the first commissioning, after each
change of location as well as in case of fluctuating environment temperature. To re-
ceive accurate measuring values it is also recommended to adjust the balance peri-
odically in weighing operation.

i e Carry out adjustment as near as possible to the balance’s maximum weight
(recommended adjustment weight see chap. 1). Weights of different nominal
values or tolerance classes may be used for adjustment but are not optimal
for technical measuring. The accuracy of the adjustment weight must corre-
spond approximately to or, if possible, be better than, the readability [d] of the
balance. Info about test weights can be found on the Internet at:
http://www.kern-sohn.com

e Observe stable environmental conditions. A warm up time (see chapter 1) is
required for stabilization.

e Ensure that there are no objects on the weighing plate.
e Avoid vibration and air flow.

e Always carry out adjustment with the standard weighing plate in place.

20 TEWJ-B-BA-e-2620


http://www.kern-sohn.com/

7.8.1 Internal adjustment < c AL k>

= Press and hold the TARE and ON/OFF buttons simulta-

neously to enter the setup menu.

Wait until the first menu item < c AL > is displayed.

Confirm by [ '] button, < cAL 1k > will be displayed.

Confirm by pressing the [ «'] button

Internal adjustment is being carried out (progress is visi-
ble via the bar graph display)

After successful adjustment the balance automatically re-
turns to weighing mode.

In case of an adjustment error (e.g. objects on the weigh-
ing plate) the display will show the error message <

Hr oml >. Switch off balance and repeat the adjustment
process.

The %-button (press button long time, then confirm with the [ «! ] button) in

the operating mode can also be used to perform the internal adjustment.

TEWJ-B-BA-e-2620
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7.8.2 External adjustment <cALEHE >

= Press and hold the TARE and ON/OFF buttons simulta-
neously to enter the setup menu.

|_
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= Wait until the first menu item < cAL > is displayed.

m
0
|——

Confirm by [ <] button, < c AL EHE> will be displayed.
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4
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l
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= Confirm by pressing the [ «' ] button, the first selectable
adjustment weight is displayed.

|
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= Use the navigation keys WA to select the desired adjust-
ment weight, see chap. 1 ,Recommended adjustment
weight”

N

3
C3
3
3

= Prepare the required adjustment weight.

= Acknowledge selection by [ «' ] button.< LEro> <PE

L d > followed by the weight value of the adjustment
weight to be placed will be displayed.

IR |

-
LR
L

«l:l
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Place the adjustment weight.

< HH E> followed by < - ETTUL d> will be displayed.

Once < r ENUL d> is displayed, remove the adjustment
weight.

After successful adjustment the balance automatically re-
turns to weighing mode.

In case of an adjustment error (e.g. objects on the weigh-
ing plate) the display will show the error message <

Hrr onl >. Switch off balance and repeat the adjustment
process.

7.8.3 External adjustment with user-defined adjustment weight < c ALEud >
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= Press and hold the TARE and ON/OFF buttons simulta-
neously to enter the setup menu.

= Wait until the first menu item < cAL > is displayed.

= Confirm by [ +' ] button, < = HL EHE> will be displayed.
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Use the navigation keys to select W A < cALELd>.

Acknowledge by [ +' ] button. The numeric input window
for the weight value of the adjustment weight appears.
The active digit is flashing.

Provide adjustment weight.
Enter weight value, numerical input see chap. 3.2.2

Acknowledge selection by [ +'] button. < LEro >,

< Puk Ld > followed by the weight value of the adjust-
ment weight to be placed will be displayed.

Place the adjustment weight.

< HR (&> followed by < - EFLIL d> will be displayed.

Once < r ENMUL d> is displayed, remove the adjustment

weight.

After successful adjustment the balance automatically re-
turns to weighing mode.

In case of an adjustment error (e.g. objects on the weigh-
ing plate) the display will show the error message <

Hr onl>. Switch off balance and repeat the adjustment
process.
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7.8.4 Gravitational constant adjustment location < LrAAdU >

e Waln = Press and hold the TARE and ON/OFF buttons simulta-
e neously to enter the setup menu.
LCL O
oo
) = Wait until the first menu item < cAL > is displayed.

cHL

w = Confirm by [ +'] button, < c AL EHE> will be displayed.

9)
O CLe
CrCCrc
- oan = Use the navigation keys to select ¥ A < Lr ARdU>.
LT
= Acknowledge using [ '] button, the current setting is dis-
played. The active digit is flashing.
_5 = Enter weight value and confirm using the [ «' ] button, nu-
merical input see chap. see chap. 3.2.2.
9,‘[5“: l_’ﬂ Weighing balance returns to menu.
g

I
oo |
N

,l:'l,l'll g = Press repeatedly PRINT button to exit menu.
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7.8.5 Gravitational constant place of location < LrAuSE>
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= Press and hold the TARE and ON/OFF buttons simulta-
neously to enter the setup menu.

= Wait until the first menu item < c AL > is displayed.

= Confirm by [ +'] button, < c AL EHE > will be displayed.

= Use the navigation keys to select ¥ A < hr AuSEs>.

= Acknowledge using [ '] button, the current setting is dis-
played. The active digit is flashing.

= Enter weight value and confirm using the [ «' ] button, nu-
merical input see chap. 3.2.2.
Weighing balance returns to menu.

= Press repeatedly PRINT button to exit menu.
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8 Verification
General:

According to EU directive 2014/31/EU balances must be officially verified if they are
used as follows (legally controlled area):

e For commercial transactions if the price of goods is determined by weighing.

e For the production of medicines in pharmacies as well as for analyses in the
medical and pharmaceutical laboratory.

e For official purposes
e For manufacturing final packages
In cases of doubt, please contact your local trade in standard.

Balances in the legally controlled area (-> verified balances) must keep the error lim-
its in the verification validity period — normally they are the double of the verification
error limits.

When this verification validity period expires, a re-verification must be carried out.
Should be necessary an adjustment of the balance to keep the verification error limits
to satisfy the reverification requirements, this is not deemed a warranty case.

Verification notes:

An EU type approval exists for balances described in their technical data as verifiable.
If the balance is used where obligation to verify exists as described above, it must be
verified and re-verified at regular intervals.

Re-verification of a balance is carried out according to the respective national regula-
tions. The validity for verification of balances in Germany is e.g. 2 years.

The legal regulation of the country where the balance is used must be observed!

i Verification of the balance is invalid without the seal.
The seal marks attached on balances with type approval point out that the
balance may only be opened and serviced by trained and authorised special-
ist staff. If the seal mark is destroyed, verification looses its validity. Please
observe all national laws and legal regulations. In Germany a re-verification
will be necessary.
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Position of the official seals:

O

28

Seal marks
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9 Basic Operation

9.1 Turn on/off
Start-up:

Press the ON/OFF button.

The display lights up and the balance carries out a
selftest.

Wait until the weight display appears

The scales are now ready for operation using the last
active application

)

__1
==
__1

Switching off:

- aln
L | =  Keep ON/OFF button pressed until the display disap-
pears
ON
F
9.2 Simple weighing
G aln =  Check zero display [>0<] and set to zero with the help
e of the ZERO key, as required.
it : l-lD, =  Place goods to be weighed on balance
LILE® |1 = wait until the stability display appears ().
=  Read weighing result.

S
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Overload warning

Overloading exceeding the stated maximum load (max) of the device, minus a
possibly existing tare load, must be strictly avoided.

This could damage the instrument. _

Exceeding the maximum load is indicated by the display “ 7. Unload bal-
ance or reduce preload.
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9.3 Zeroing

In order to obtain optimal weighing results, reset to zero the balance before weighing.

Zeroing is only possible in the range + 2% Max.

For values greater than £ 2% maximum the error message < cL I > s dis-

played

oml |1 F
s

98- |

20

=
1
==
__1
-

9.4 Taring

=  Unload the balance
=  Press the ZERO key to set the balance to zero.

The dead weight of any weighing container may be tared away by pressing a button,
so that the following weighing procedures show the net weight of the goods to be

weighed.

oml |1 ¢
V)

TARE

oml 11 ¢

s
>0<

~—
—'

-
C

30

=  Put weighing container on the weighing plate.

=  Wait until the stability display appears . ), then press
TARE key. The weight of the container is now internally
saved. Zero display and indicator <NET> will appear.
<NET> informs that all shown weight values are net
values.

When the balance is unloaded the saved taring value is displayed with nega-

tive sign.

To delete the stored tare value, unload the weighing plate and press the
TARE key or the ZERO key.

The taring process can be repeated any number of times, e.g. when adding
several components for a mixture (adding). The limit is reached when the
taring range capacity is full.

Numerical input of tare (PRE-TARE)
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9.5 Switch-over weighing unit

Enable unit:

S

]
(

9

—

Ty
[

‘ ’

Switch over unit:

< AU
.

=

3

S R s
‘ LS

TEWJ-B-BA-e-2620

The unit for quick selection can be determined when
the [MODE]-button is shortly pressed for the first time.

= Press the [MODE]-button and wait until the display
flashes.

= Use the navigation keys 11 to select the weighing
unit and confirm on [ «' ]-button.

=  Using [MODE] button, it is possible to switch over
between the enabled unit 1 and unit 2.

31



Enable another unit:

button.

I | = Select menu setting < um (£> and confirm on [ ]
L -

‘ | = Wait until the display flashes.

= Use the navigation keys 11 to select the weighing
unit and confirm on [ «'] button.

l

< Aun
i

i e For the required settings of an application unit (FFA, %) selection,
please see chap. 11.4.2 and 11.4.3.

e This menu setting deactivates the set unit for quick selection.
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10 Operating concept

From factory the balance is delivered with various applications (weighing, check
weighing, counting). After the first start-up the balance is in the <Weighing> applica-
tion.

In the application menu (see chap.14.2.) however, you can define, selecting an ap-
plication, in which mode the balance after switching-on has to continue working. Ei-
ther as per standard in weighing mode or e.g. in check mode or counting mode.

Selecting an application:

= Press the TARE key and hold it until
< APcNE R > is displayed.

= The display changes to < HLhTodE> followed by
<PERFE>.

= Use the TARE-button to select the menu setting
<IodE> and acknowledge with [ « ] button.

= The last active application, e.g. < HE h>is displayed.
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selectable

l

_
'

|

| = Use the TARE-button to select the desired application,

l
N

HE h Weighing

|.:ﬁ

Counting

(L
1

£
| chEchR  Check weighing

M
-
M

|
-

= Acknowledge selection by [ «'] button.

IR |

According to the selected application in the application menu just appear the applica-
tion-specific settings, so that you reach the target quickly without deviation.

i ¢ Information about the application-specific settings you will find in the de-
scription of the respective application.

e All basic settings and parameters, which influence the whole operation of
the balance, are resumed in the Setup Menu (see chap.14.3)
These settings remain valid for all applications.

e The number of the available applications depends on the model.

Change application:

=  Press the TARE button and keep it pressed until the first menu item of the appli-
cation menu will be displayed

=  Use the W button to select the menu setting < FloadE > and acknowledge with
[ <] button. The current setting will be displayed.

=  Press the W button to select the required unit and confirm by pressing the [ ']
button.
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11 Application <Weighing>

How to carry out a simple weighing and taring, please refer to chap. 9.2 or 9.4. Fur-
ther specific settings you will find in the following chapters.

) Shouldn’t the application <Weighing> already be enabled, select the menu
setting < NModE > » <HE h >, see chap. 10.

11.1 Application-specific settings

Call up menu:

=

=  Press the TARE key and hold it until < HFPcER>is displayed.

=  The display changes to < HLhlod> followed by < PERFE>.

=  Navigation in menu see chap. 14.1

Overview (not verifiable models):

Level 1 Level 2 Level 3 Description / Chapter
PLA-E AckLAL Take over the placed weight as PRE-TARE value,, see
chap. 11.2.1
PRE-TARE
MARALRL Numerical input of the tare weight, see chap. 11.2.2
cLERF Delete PRE-TARE value
Fold - Start-Hold function, see chap. 11.3
] = a\_/ailabl_ei weigh- | This function defines in which weighing unit the result will be
ing units, see i
Units gchap. ) displayed, see chap. 11.4.1
Application unit counting
pcs
FFA Multiplication factor see chap. 11.4.2
o Application unit for determining percentages
¢ see chap. 0
NodE HE h Weighing
Applications counk Counting see chap. 10
chEch Check weighing

TEWJ-B-BA-e-2620
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Overview (verifiable models):

Level 1 Level 2 Level 3 Description / Chapter
PR ' Take over the placed weight as PRE-TARE value,, see
tRrE RebuRL chap. 11.2.1

PRE-TARE
MARUAL Numerical input of the tare weight, see chap. 11.2.2
cLERF Delete PRE-TARE value

hobd - Start-Hold function, see chap. 11.3

ur kb 9 This function defines in which weighing unit the result will be

Units ct displayed, see chap. 11.4.1

NodE HE h Weighing

Applications counk Counting see chap. 10
chEch Check weighing

36

TEWJ-B-BA-e-2620




11.2 PRE-Tare

11.2.1 Take over the placed weight as PRE-TARE value
<PERFE>=<HckuRL >

| =  Deposit weighing container

=  Invoke menu setting < PER-E > and confirm by [ «']

“ button.
P

o | ) =  To take over the placed weight as a PRE-TARE value,
FCCure use the navigation keys !1 to select < HckEuHL >

% =  Acknowledge by [ <] button. < HH k£ > is displayed.

— =  The weight of the weighing container is stored as tare

<NET> will appear.

HA

| weight. Zero display and indicators <PTARE> and

v
R aTalalaly
L
L "Fll'lﬁl_l:,kg =  Remove the weighing container, the tare weight will ap-
A [ pear with negative sign.

4

Place the filled weighing container.

N =  Wait until the stability display appears ().

-
L
o
L
U

Read net weight.

®  The entered tare weight remains valid until a new tare weight is input. To de-

lete press the TARE key or confirm the menu setting < LERF> using the
[ < ] button.
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11.2.2 Enter the known tare weight numerically

<PEAFE > = <T1HAUAL >

OLO_C = Invoke menu setting < PERFE > and confirm by [ ~]
N button.
9)
[0 'u] = Using the navigation keys I select the setting
| llLll-lUl_ll_ Select < I HRUAL > and confirm by pressing the [ ']
button.

%

= Enter known tare weight, numerical input

‘ E ,',':,'E,':,' g | see chap. 3.2.2, the active digit flashes.
v = The input weight is saved as tare weight, the indicators <
" AR PTARE > and < NET > and the tare weight with minus
- IN|NINE sign will appear.
M le :“: | M g = Place the filled Weighing container.
ICJ711° || o wait until the stability display appears ().

= Read net weight.

The entered tare weight remains valid until a new tare weight is input. To de-

lete enter the zero value or confirm the menu setting < cLERF> using the
[ <] button.

o
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11.3 Data-Hold function

11.4 Weighing Units

Menu setting < holLd >
Place goods to be weighed.

Acknowledge by [ '] button.

The first stable weight value is symbolised by [HOLD] in
the upper edge of the display. After the load is removed,
the value is left in the display for another 10 seconds.

11.4.1 Setting weighing unit

LI l,l:

= Select menu setting < um 1£> and confirm on
[ <] button.

= Wait until the display flashes.

= Use the navigation keys 11 to select the weighing
unit and confirm on [ «'] button.

TEWJ-B-BA-e-2620
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i e For the required settings of an application unit (FFA, %) selection,
please see chap. 11.4.2 and 11.4.3.

e Using the [MODE] button you can switch between the active unit 1 and
unit 2.

< PN
‘ (00 |

H
<
—

11.4.2 Weighing with multiplication factor via the application unit <FFA>
Here you determine with which factor the weighing result (in gram) will be multiplied.

By that way, e.g. a known error factor in the weight determination can be immediately
taken into account.

ton.

I | = Select menu setting < wur > and confirm on [ +] but-

= Use the navigation keys !t to select the setting < FFA >
and confirm on [ «'] button.

‘ FFA

‘ = Enter multiplication factor, numerical input
see chap. 3.2.2, the active digit flashes.
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11.4.3 Percent weighing by application unit <%>

The application unit <%> allows to check the weight of a sample in percent, based on

a reference weight.

~- L
L

at the upper display
margin

at the upper display
margin

HIIL

v

I

rm“nnnnr%
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= Select menu setting < um (£>.

= Place a reference weight which corresponds to 100 %

= Acknowledge by [ «'] button.

= Use the navigation keys !t to select the setting < % >
and confirm on [ «'] button.

=  From now on the weight of the sample will be shown in
percent based on the reference weight

41



11.4.4 Molar weighing mode

This function calculates the amount of a substance (in mol) based on the molar mass
and the weight of the substance.

|
‘ LI

>

>
‘nnnnnnn .
LLULLLULU

42

= Select menu setting < 1t > and confirm on [ <] but-
ton.

= Use the navigation keys !t to select the setting < mol >
and confirm on [ «' ] button.

= Enter molar mass of substance, numerical input
see chap. 3.2.2, the active digit flashes.

= Preweigh the substance. The weight is displayed in mol.
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12 Application <Counting>

. Shouldn’t the application <Counting> already be enabled, select the menu

setting < NodE > » < cowunk >, see chap. 10

12.1 Application-specific settings

Call up menu:

=  Press the TARE key and hold it until < HPc'E n> is displayed.
=  The display changes to < coullod > followed by < - EF >.

=  Navigation in menu see chap. 14.1

Overview:
Level 1 Level 2 Level 3 Description / Chapter
~EF 5 Reference quantity 5
Reference quantity 0 Reference quantity 10
20 Reference quantity 20
=1 Reference quantity 50
FrEE Optional, numerical input, see chap. 3.2.2
rmPuk Input of piece weight, numerical input, see chap. 3.2.2
PERFE , Take over the placed weight as PRE-TARE value, see
RebuAL chap.11.2.1
PRE-TARE p-11.2.
MARUAL Numerical input of the tare weight, see chap. 11.2.2
cLERF Delete PRE-TARE value
ER-GEE UAL U Target quantity
Target countin |
g unting ErruPP Upper tolerance see chap. 12.2.2
ErrloH Lower tolerance
cLERr Delete settings
NModE counkt Counting
Applications chEch Check weighing see chap. 10
HE h Weighing
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12.2 Using the application

12.2.1 Piece counting

Before the balance can count parts, it must know the average part weight (i.e. refer-
ence). Proceed by putting on a certain number of the parts to be counted. The bal-
ance determines the total weight and divides it by the number of parts, the so-called
reference quantity. Counting is then carried out on the basis of the calculated aver-

age piece weight.

1 ° The higher the reference quantity the higher the counting exactness.

e Especially high reference must be selected for small parts or parts with con-
siderably different sizes.

e Smallest counting weight see table ,Technical data“.

1. Set reference

Reference quantity 5, 10, 20 or 50:

=

L

I

L
4

L
9
— =
il | ‘ ’-‘ ocs
(L
7
(N '_' ocs I:>
L
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If necessary, put on and tare the weighing container.
Put on the desired quantity of reference pieces.

Invoke menu setting < rEF > and confirm by [ «'] but-
ton.

Use the navigation keys 11 to select the reference piece
quantity (5, 10, 20, 50) according to the placed reference
and confirm with the [ «' ] button.

The balance will calculate the average item weight and
then displays the quantity of pieces.

Remove reference weight. The balance is now in piece
counting mode counting all units on the weighing plate.
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Reference quantity user-defined:

CC = If necessary, put on and tare the weighing container.
L) = Put on the desired quantity of reference pieces.
w = Invoke menu setting < ref > and confirm by [ «'] button.
9)
c_CC o :
o = Use the navigation keys 11 to select the setting <
F~EE> and confirm on [ < ] button.
I
) ¢ = The numeric input window appears.
= Enter and confirm the quantity of the placed reference
‘ BBBB ”:" | parts, numerical input see chap. 3.2.2
\7 = The balance will calculate the average item weight and
then displays the quantity of parts.
L S || 2 Remove reference weight. The balance is now in piece
(1 counting mode counting all units on the weighing plate.

Counting with optional piece weight:

~CC
(I
= Invoke menu setting < rEF > and confirm on [ <]but-
“ ton.
9)
0 L = Use the navigation keys i1 to select the setting < 1m~
(I Fuk > and confirm on [ +' ] button.
i
b = Use the navigation keys 11 to select the weighing unit and
L confirm on [ «'] button.
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2
3

2. Parts counting

0
[

N
[Pes
L

v

Nalals
[
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= Use the navigation keys 1 to select the comma position
and confirm on [ <] button.

= Enter piece weight, numerical input
see chap. 3.2.2, the active digit flashes.

= Acknowledge by [ «'] button.

The balance is now in piece counting mode counting all
units on the weighing plate.

= If necessary, put on and tare the weighing container.

= Fill the counting quantity. The piece quantity is shown di-
rectly in the display.
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12.2.2 Target counting

The <Target counting> application variant allows weighing of goods within set toler-
ance limits in keeping with a determined target quantity.

Reaching the target quantity is indicated by an acoustic (if activated in menu) and an
optic signal (tolerance marks).

Optical signal:

The tolerance marks provide the following information:
m Target quantity exceeds defined tolerance
OK]| Target quantity within defined tolerance
@ Target quantity below defined tolerance

Acoustic signal:

The acoustic signal depends on the menu setting
<SEEUP = BEEPEF >, see chap. 14.3.1.
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Procedure:

1. Define target quantity and tolerances

o L 11 e

——

[P
M|

EA-GEE

1717
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pcs
ml mr DL

CIrree
R SN N lLl

v
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= Make sure that the scale is in counting mode and that

an average piece weight has been defined (see chap.
12.2.1).

Use the navigation keys 11 to select the setting <
EHr-LEE > and confirm with [ < ] button.

< UHL UE > is displayed.

Confirm on [ «'] button, the numeric input window ap-
pears. The active digit is flashing.

Enter the target quantity (numerical input see chap.
3.2.2) and confirm the entry.

The balance returns to the < AL UuE > menu.

Use the navigation keys 11 to select the setting < Er-

P P> and confirm on [ +'] button.

Use the navigation keys 1T to select the weighing unit
and confirm on [ «' ] button.

The numeric input window appears. The active digit is
flashing.

Enter the upper tolerance (for numerical input see
chap. 3.2.2) and confirm the entry.
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2. Start tolerance check:

Qo

The balance returns to the < E~ PP > menu.

Use the navigation keys it to select the setting <
Err~L oH> and confirm on [ « ] button.

Use the navigation keys !t to select the weighing unit
and confirm on [ <] button.

The numeric input window appears. The active digit is
flashing.

Enter the lower tolerance (for numerical input, see
chap. 3.2.2) and confirm the entry.

= The balance returns to the < E-r~L_oH > menu.

= Press repeatedly PRINT button to exit menu.

Finished the setting works, the weighing balance will be
ready for target counting.

= Determine the average piece weight, see chap. 12.2.1

= Place the weighed material and check by means of the tolerance marks / acoustic
signal if the weighed material is within the defined tolerance.

Load below specified
tolerance

Load within specified
tolerance

Load exceeds specified
tolerance

ol 11 ¢ s

aa ,_-“-'pCS
=

onhul | ¢ G

(PCs | || (
[ [

T
l

[OK]

pcs

' |
-—l
l
.

1 The entered values will remain valid until new values are entered.

[y

To delete the values, select menu setting < EA-LEE > =» < cLERF >
and confirm on [ «'] button.
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13 Application < Checkweighing >

i Shouldn’t the application <Checkweighing> already be enabled, select the
menu setting < T1odE > » < chEch >, see chap. 10

13.1 Application-specific settings

Call up menu:

=  Press the TARE key and hold it until < AP cT1En > is displayed.

=  The display changes to < chRllod> followed by < ERFLEE>.

=  Navigation in menu see chap. 14.1

Overview:

Level 1 Level 2 Level 3 Description / Chapter

LR-CEL IR Target weight, numerical input, see chap. 3.2.2

Target weighing, ErruPP Upper tolerance, numerical input see chap. 3.2.2

see chap. 13.2.1 ErrLoH Lower tolerance, numerical input see chap. 3.2.2
cLERr Delete settings

Lty L JiuPP Upper limit value, numerical input see chap. 3.2.2

(s:gzc(i(h\;vslarggg-,z L JiLoH Lower limit value, numerical input see chap. 3.2.2
cLERF Delete settings

PERFE Ack LAL '(I)'ﬁ:e ;)\1/e2r t1he placed weight as PRE-TARE value, see

PRE-TARE p.-11..
MAAUAL Numerical input of the tare weight, see chap. 11.2.2
cLERF Delete PRE-TARE value

NodE HE Weighing

Applications counk Counting see chap. 10
chEch Check weighing

50
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13.2 Using the application

13.2.1 Target weighing

The <target weighing> application variant allows weighing of goods within set tolerance
limits in keeping with a determined target weight.

Reaching the target weight is indicated by an acoustic (if activated in menu) and an
optic signal (tolerance marks).

Optic signal:
The tolerance marks provide the following information:

ﬁ Upper limit

OK| Target weight

@ Lower limit

Acoustic signal:

The acoustic signal depends on the menu setting
<SEEUP = BEEPEF >, see chap. 14.3.1.
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Procedure:

1. Define target weight and tolerances
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= Use the navigation keys !t to select the setting

< EHFLEE > and confirm with [ « ] button.

< URL UE > is displayed.

Confirm on [ «' ] button, the numeric input window ap-
pears. The active digit is flashing.

Enter target weight (numerical input see chap. 3.2.2) and
confirm the entry.

The balance returns to the < LUHL LJE > menu.

Use the navigation keys 1T to select the setting

< ErruPP> and confirm on [ <] button.

Use the navigation keys 1T to select the weighing unit and
confirm on [ +'] button.

The numeric input window appears. The active digit is
flashing.

Enter the upper limit for the weight deviation (numerical
input see chap. 3.2.2) and confirm the entry.

The balance returns to the <Er~ P F> menu.
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3. Start tolerance check:

Use the navigation keys 11 to select the setting < Err-
L_oH> and confirm on [ <] button.

Use the navigation keys 11 to select the weighing unit and
confirm on [ +'] button.

The numeric input window appears. The active digit is
flashing.

Enter lower limit for weight deviation (numerical input see
chap. 3.2.2) and confirm the entry.

The balance returns to the < Er-r~L oH> menu.

Press repeatedly PRINT button to exit menu.

Finished the setting works, the weighing balance will be
ready for checkweighing.

= Place the weighed material and check by means of the tolerance marks / acoustic
signal if the weighed material is within the defined tolerance.

Load below specified to-

Load within specified to-

Load exceeds specified

lerance lerance tolerance
oml |1 ¢ -c oml 11 ¢ -a R omhul | ¢ G -
H 10 H (1 " i 1
. 1 o [ (e
i The entered values will remain valid until new values are entered.

To delete the values, select menu setting < EAFLEE > = < cLERF >
and confirm on [ «' ] button.

54
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13.2.2 Checkweighing

With the <Checkweighing> application variant you can check if the weighing good is
within a predefined tolerance range.

When limit values are exceeded below or above, an acoustic signal (if enabled in
menu) will sound and an optic signal (tolerance marks) will be displayed

Optic signal:

The tolerance marks provide the following information:

th

Weighed-in goods exceed predefined tolerance

Weighed-in goods within predefined tolerance

.2

Weighed-in goods below predefined tolerance

Acoustic signal:

The acoustic signal depends on the menu setting
<5EEUP > = <bEEPEF >, see chap. 14.3.1.

Procedure:
1. Define limit values

l L
ll

-

— ¥

(

' l

|
L

[

MM
S SN

e

C

€
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= Using the navigation keys 1 select the setting

Select <L 1 (£9> and confirm on [ « ] button.

<L NuPP > will appear.

Press [ «+'] button to confirm, the numeric input window
for entering the upper limit value will appear.
The active digit is flashing.

Enter upper limit value (numerical input see chap. 3.2.2)
and confirm the entry.

The balance returns to the < L (T 1uPP > menu.

55



—
-
=
-
—

0

0

_|
Y
—
—.l

-
(]
I

l—-—
F_

|
_

= Use the navigation keys !1 to select setting < L /1L oH

>,

= Press [ «'] button to confirm, the numeric input window
for entering the lower limit value will appear. The active
digit is flashing.

= Enter lower limit value (numerical input see chap. 3.2.2)
and confirm the entry.

The balance returns to the < L 1L o> menu.

= Press repeatedly PRINT button to exit menu.

Finished the setting works, the weighing balance will be
ready for checkweighing.

2. Start tolerance check:

= Place the weighed material and check by means of the tolerance marks / acoustic
signal if the weighed material is within the defined tolerance.

Load below specified to- Load within specified to- Load exceeds specified
lerance lerance tolerance
oml || ¢ -e oml 11 ¢ -s — - omhul | ¢ G -
R = O == P S T =2
@ e » S— J—
i The entered values will remain valid until new values are entered.

To delete the values, select menu setting <L 1 (E5>=<cl EHF >
and confirm on [ «' ] button.

56
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14 Menlu

14.1 Navigation in the menu
Call up menu:

Application menu Setup menu

ON
TARE _|_ SN
OFF

0

Press the TARE button and keep it Press the TARE and ON/OFF button at
pressed until the first menu item will be | the same time and keep them pressed
displayed until the first menu item will be displayed

Select and adjust parameters:

Scrolling on one level Use the navigation buttons to select the individual
menu blocks one by one.

Use the navigation key W to scroll down.
Use the navigation key A to scroll up.

Activate menu item /
Press [ <] key
Confirm selection

Menu level back / back to
weighing mode Press PRINT key

14.2 Application menu

The application menu allows you a fast and targeted access to the respectively se-
lected application (see chap. 10).
i An overview of the application-specific settings you will find in the descrip-
tion of the respective application.
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14.3 Setup menu

In the setup menu you have the possibility to adapt the behaviour of the balance to
your requirements (e.g. environmental conditions, especial weighing processes).

These settings are global and do not depend on the selected application.
14.3.1 Overview <2 EE P >

Not verifiable models:

other levels / description
Level 1 Level 2
Description
cAL cRLEHE = External adjustment, see chap. 7.8.2
Adjustment cAL Rk = Internal adjustment, see chap. 7.8.1
cHLELd = External adjustment, user-defined, see chap. 7.8.3
L ARdY = Gravity constant adjustment site, see chap.7.8.4
D HusE = Gravity constant installation site, see chap. 7.8.5
coll -2 3d bRud 200
Communication ¢ s LK
ubb-d =
5600
400
‘9200
38400
51600
(15200
\2B000
256000
dRER Ndb kS
Bdb kS
PA- &4 | nonE
odd
EUER
=31 (=1 =11 =
2ab kS
hAADSh | nonE
Prakoc | ReP
bE-% bESEE on,oF F
Bluetooth on / off
LERRAME | Device name displayed in the Bluetooth net-
work
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Pr ok
Data output

lntFCE

r'ad3d

RS 232 interface

uab-d

USB-Schnittstelle

Sull

o

afFF

Switch on / off add-up mode,
see chap. 15.5.1

nEkkak

onm

aFF

Switch on / off Netto total mode, s. Kap.
15.5.2

SERE

onm

aFF

Switch on / off statistic mode, s. Kap. 15.5.3

PriodE

Er o

MARUAL

or,oFF

Data output by pressing the
PRINT button, see chap. 15.5.2

AuktoPr

an,oF F

Automatic data output with stable and posi-
tive weighing value

see chap.15.5.5. Another output only after
zero display and stabilisation, depending on
the settings

< 'rRAnLE >, selectable

(off, 1, 2, 3,4,5). < Lr AnDE > defines the
factor for d. This factor multiplied with d re-
sults in the threshold; when it is exceeded, a
value cannot more be considered as stable.

ofFF

Continuous data output

conk
on

SPEEd

Setting output interval
see chap. 15.5.6

or,oFF

0 (unloaded) also transmit
continuously

LEro

SERALLE or,oFF

Transmit stable values only

ccFSEnd

Connect the EWJ to the IFS to use itas a
counting system.

MARUAL
Transfer the unit weight to the IFS by press-
ing [PRINT]

Aukto
Unit weight is automatically transferred to the
IFS

oFF
Disabled

HE [Dhk

SGLPrE

Displayed weight value is
transmitted

on,aFF

LrEPrE

Lrobs or,aFF

nEkE or,aFF

ER-E or,aFF

ForNRE

L onl (detailed measure-
ment protocol)

“hor b (standard measu-
rement protocol)

LAYouk

ﬁDﬁE

on, oF F Standard layout

uhEr

ModEL or,aFF

Output model designation of
the scale

SEr- AL

or,aFF

TEWJ-B-BA-e-2620

59




Output serial number of the

scale
CLP on,oFF
Turn GLP printout on/off
EHEL »nE om, ofFF

Turn date and time on/off

LFEEd

oo Setting the line feed for printing

rESEE

Delete settings

60

TEWJ-B-BA-e-2620




c c cE
bEE PE r REYS oEr Switch on / off acoustic signal by pressing button
Acoustic signal or

chEcR oFF Acoustic signal off
bl oH Slow
ch-oh
bbd Standard
FRSE Fast
conkt. Continuous
aFF Acoustic signal off
bl bl od Slow
ch-to Skd Standard
FRSE Fast
conkt. Continuous
aFF Acoustic signal off
Y oH Slow
Ch‘hl =
bed Standard
FRSE Fast
cork. Continuous
AukafFF aoFF Automatic switch-off function switched off
Automatic The balance is automatically switched-off ac-
switch-off function MadE Fuko cording to the time without load change or with-
in rechargeable bat- out operation defined in menu item < £ (J1E >
tery operation aorl40 Automatic switch-off only with zero display
L JIE 05 After the set time without load change or opera-
(Mo tion the balance will switch off automatically
N
50 i
= RS
BON
B OhE MNadE AL HAYY Background lighting of display is switched on
L
Display background il- permanently
lumination The background illumination is automatically
nE switched-off according to the time without load
(= r change or without operation defined in menu
item<k J1E >
bl Display background illumination always switched
L Y off
54 Definition, after which time the background illu-
i mination is automatically switched-off without
= load change or without operation.
E JE o
cilin
50
= TS
ERFEFD {00 %
Taring range ¢ Definition max. taring range, selectable 10% - 100%. Numerical input
see chap. 3.2.2
0%
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cErRch

Automatic zero tracking [ <3d ]

o
Zerotracking °®
In the event that small quantities are removed or added
1 to the material to be weighed, incorrect weighing re-
sults can be displayed due to the “stability compensa-
aFF tion“. (e.g. slow flow of liquids from a container placed
on the balance, evaporating processes).
When apportioning involves small variations of weight,
it is advisable to switch off this function.
un kS available | o oFF
Units weighing . _ _ _ . o .
units / ap- Using this function you can define which weighing units are
pication available in the application-specific menu < urn 1E£>. The units
units, see selected by < om > are available in the application-specific
Chap. Feh- menu.
ler! Verweis-
quelle
konnte nicht
gefunden
werden.
dRk Nk SEkk NE | 235959 Enter time
SAEJAEE | -2025- (2-3 Enter date
dAFa-N | NdY, dN4, 4Nd Date format
E Foarll ich; 2H4h Time format
ModE HE Weighing
Weighing applications
counk Counting
chEch Check weighing
MNadEL Model name of the balance
“E- AL Serial number of the balance
SHUE- Software version of the balance
Fo When set to “Off”, the BAL ID is not printed when
on the GLP layout is activated.
LAL d When set to “On”, the user can enter a 7-digit
number. This number is printed when the GLP
FE layout is selected. The number is saved even if
o the user sets the BAL ID back to “Off”.
rENER Reset balance settings to factory settings
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Verifiable models:

other levels / description

Level 1 Level 2
Description
c AL .
Adjustment cHL ok = Internal adjustment, see chap. 7.8.1
col rac 32 bRud 200
Communication ¢ 2400
ubb-d 4YBO0
9600
4400
‘3200
38400
51600
{15200
\2B000
25000
dAER Ndb (kY
Bdb kS
PR~ == l’lDl'lE
odd
EUER
=1=3=1n (b=1=101=
chab (kb
RAARdSh | nonE
Prakoc | RcP
bk-%5 bE-EE orn,oFF
Bluetooth on / off
L RRNE | Device name displayed in the Bluetooth net-
work
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Pr ok
Data output

lntFCE

=232 RS 232 interface
u=b-d USB-Schnittstelle
=T on Switch on / off add-up mode,
of F see chap. 15.5.1
rEEEk =1a) Switch on / off Netto total mode, s. Kap.
FE 15.56.2
]
“EFE =1a) Switch on / off statistic mode, s. Kap. 15.5.3
oFF
PrlladE | Er D on,oFF
MARUAL Data output by pressing the
PRINT button, see chap. 15.5.4
AuktoPr on,ofFF
Automatic data output with stable and posi-
tive weighing value
see chap.15.5.5. Another output only after
zero display and stabilisation, depending on
the settings
< 'rRAnRLE >, selectable
(off, 1, 2, 3,4,5). < \'r AnLE > defines the
factor for d. This factor multiplied with d re-
sults in the threshold; when it is exceeded, a
value cannot more be considered as stable.
aFF Continuous data output
“PEEd Setting output interval
conk = see chap. 15.5.6
on LEro on,ofFF
0 (unloaded) also transmit
continuously
HE LDhE ) on,oFF Displayed weight value is
SOLPrE transmitted
Lross or,aFF
nEkE on,aFF
ER-E on,aFF
-
LnkPrE ForNRE L onD (detailed measure-
ment protocol)
“hork (standard measu-
rement protocol)
LRAYouk [ nonE on, oF F Standard layout
ModEL on,oF F
Output model designation of
the scale
ubEr L“WEr AL | on,ofFF
Output serial number of the
scale
COLP on,aFF
Turn GLP printout on/off
EHEL nE onr,oFF
Turn date and time on/off
L~FEEd | OO Setting the line feed for printing
rESEE Delete settings
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LEEPEr REYS oFF Switch on / off acoustic signal by pressing
Acoustic signal ot button
chEch oFF Acoustic signal off
SLod Slow
ch-oh
Std Standard
FRSE Fast
coank. Continuous
oF F Acoustic signal off
Siod Slow
ch-Lo
Std Standard
FRSE Fast
coank. Continuous
oF F Acoustic signal off
Siod Slow
ch-h .
Std Standard
FRSE Fast
coank. Continuous
RukoFF oFF Automatic switch-off function switched off
Automatic The balance is automatically switched-off
switch-off function NodE AL according to the time without load change
in rechargeable bat- "o uto or without operation defined in menu item <
tery operation E JE>
armbl Y0 Automatic switch-off only with zero display
r JE 04 After the set time without load change or
s operation the balance will switch off auto-
2o matically
5
A0 i
BON
bL (DhE MNodE AL HAYY Background lighting of display is switched
Display background il- e on permanently
lumination The background illumination is automati-
L NE cally switched-off according to the time
gicr without load change or without operation
defined in menu item < £ (f1E >
bl Display background illumination always
no b switched off
54 Definition, after which time the background
i illumination is automatically switched-off
0y without load change or without operation.
E NE M om
2in
SN n
A0 i
® In the event that small quantities are removed or added
1 to the material to be weighed, incorrect weighing results
can be displayed due to the “stability compensation®.
aoFF (e.g. slow flow of liquids from a container placed on the

balance, evaporating processes).

When apportioning involves small variations of weight,
it is advisable to switch off this function.
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un kS available | o oFF
Units weighing . _ _ _ . o .
units / ap- Using this function you can define which weighing units are
pication available in the application-specific menu < ur 1£>. The units
units, see selected by < om > are available in the application-specific
Chap. Feh- menu.
ler! Verweis-
quelle
konnte nicht
gefunden
werden.
dRt NE SEkk ME | 235959 Enter time
SAEJRAEE | -2025- i2-3 Enter date
dAFarn | Nd4Y, did, 94Nnd Date format
E Forl =l-:"‘|;l-:"‘”‘| Time format
NodE HE Weighing
Weighing applications
counk Counting
chEch Check weighing
MNodEL Model name of the balance
“Er- AL Serial number of the balance
“HUE - Software version of the balance
o When set to “Off”, the BAL ID is not printed when
on the GLP layout is activated.
LAL d When set to “On”, the user can enter a 7-digit
number. This number is printed when the GLP
FE layout is selected. The number is saved even if
o the user sets the BAL ID back to “Off”.
rESEE Reset balance settings to factory settings
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15 Interfaces

The balance can communicate with external peripherals using the interface. Data can
be sent to a printer, PC or control displays. In the same way, control commands and
data inputs may occur via the connected devices (such as PC, keyboard, barcode
reader).

15.1 RS-232C interface

The balance is equipped as per standard with an RS232C interface to connect a pe-
ripheral device (e.g. printer or computer).

15.1.1 Technical data

Connection 9 pin d-subminiature bushing
Baud rate 1200/2400/4800/9600/19200 optional
Parity Empty / Odd number / Even number

1 2 3 4 5
G QU O O Q

O O O O
6 7 8 9
15.1.2 Interface cable
Balance 2 3 PC
9-poles 3 2 9-poles
5 5
Balance 2 3 Printer
9-poles 3 2 9-poles
5 5
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15.1.3 Connect printer

=
=

Turn off scale and printer.
Use a suitable cable to connect the weighing balance to the interface of the

printer.
Faultless operation requires an adequate KERN interface cable (optional).

=  Turn on scale and printer.

Communication parameters (baud rate, bits and parity) of balance and
printer must match; see menu item < cof{ = ~52 3. >. (chap. 14.3.1)

15.2 USB connection

The scale is equipped as standard with a USB interface for connecting a peripheral
device (e.g. computer).

Note:
This interface is not suitable for connecting a printer.

15.2.1 Connect PC

Switch off the scale and connect it to the PC
as shown in the illustration.

Switch on the scale.
The USB driver is installed automatically.

If necessary, a suitable driver can be down-
loaded from our KERN homepage
www.kern-sohn.com/Downloads. Select
the driver version suitable for your system
and execute the exe file.

To transfer the data into a PC programme

we recommend our transfer software "Bal-
ance Connection KERN SCD 4.0".

'RS232C _ USBDEVICE IONIZER

LTI

0

Printout examples:

Net weight:
SS 17.2 g
Tare weight:
543.8 g
Gross weight:
561.09g

68 TEWJ-B-BA-e-2620



15.3 Bluetooth (Factory option)
L] .
1 Legal notices
Bluetoothe is a registered and protected trademark of Bluetoothe SIG,Inc.

The wordmark and logos are the property of Bluetoothe SIG,Inc.

The use of such trademarks is licensed by KERN. Other trademarks and brand
names are the property of their respective owners.

15.3.1 Add device
= Switch on balance

= Enable Bluetooth and click the Bluetooth icon 9 on the task bar.

g B3 @

€ Bluctooth-Gerite
00 & &

Anpassen...

= Click on ,Add device®.

Gerdt hinzufiigen
Herstellen einer Verbindung fir ein Gerat zulassen

Bluetooth-Netzwerkgerite anzeigen
Einemn persanlichen Netzwerk beitreten
Einstellungen affnen
Adapter deaktivieren

Symbol entfernen

2/ :’ Gerét hinzufiigen
Wahlen Sie ein Gerat aus, das diesem Computer hinzugefligt werden soll.
Meue Gerdte werden weiterhin gesucht und an dieser Stelle angezeigt.
J
FBT06
Wie soll vorgegangen werden, wenn das Gerdt nicht gefunden wird?
Abbrechen
= |

= Mark “BT2.1SPP* or ,BLE4.0“ and click “Next"
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= Click on "Enter pairing code of the device"

G

Wihlen Sie eine Kopplungsoption aus.

< Eigenen Kopplungscode erstellen
Das Gerét verflgt Gber eine Zehnertastatur, |

! & Kopplungscode des Gerits eingeben BXCELL-CL
: Das Gerat verfigt dber einen Kopplungscode.

Suchen Sie auf dem Gerat cder im Handbuch zum

Gerit danach.

< Ohne Code koppeln
Fiir diesen Gerdtetyp (z. B. eine Maus) ist keine sichere
Verbindung erforderlich.

Wie kann angegeben werden, dass das Gerdt diber einen Kopplungscode verfligt?

MG:M hinzufa

Geben Sie den Kopplungscode fur das Gerat ein.

Hiermit wird Gberprift, ob Sie die Verbindung mit dem richtigen Gerét
herstellen,

Der Code wird entweder auf dem Gerat angezeigt, oder er befindet sich
in den im Lieferumfang des Gerdts enthaltenen Informationen.

EXCELL-C1

Wie muss vorgegangen werden, wenn der Code fiir die Gerdtekopplung nicht gefunden werden kann?

Abbrechen

= Enter code 1234

Das Gerét wurde diesem Computer erfolgreich hinzugefigt.

Eine Uberpriifung auf Treiber wird jetzt ausgefihrt, und die Treiber
werden gegebenenfalls installiert. Méglicherweise missen Sie warten,

bis dieser Vorgang abgeschlossen ist, bevor Sie das Gerat verwenden 9
kinnen.

Wenn Sie Gberpriifen méchten, ob die Installation auf diesem Gerat

ordnungsgemal abgeschlossen wurde, suchen Sie unter Gerdte und EXCELL-C1

Drucker nach dem Gerat.

= Click on ,Close*
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15.3.2 Determine COM Port number

Gerdt hinzufdgen
Herstellen einer Verbindung far ein Gerdt zulassen

Bluetooth-Netzwerkgerate anzeigen
Einem persdnlichen Metzwerk beitreten
Einstellungen offnen
Adapter deaktivieren

Symbol entfernen

= Display Bluetooth network appliances

(L) [ « Hordware und Sound » Gerate und Drucker » Bluetooth-Gerste ~ [ %9 W[ Gerate und Drucker durchsuchen
- = .
Gerst hinzufigen  Drucker hinzufigen o+ @

4 Gerate (3)

4 3 Elemente I

7/

= Double-click to display the COM Port

- -
. Eigenschaften von FBT06 =5

| Agemein | Hardware | Dienste | Bluetooth

Dieses Blustooth-Gerat bietet die folgenden Dienste an.
Aidivieren Sie das Kontrollkastchen, um einen Dienst zu
verwenden.

Bluetooth-Dienste
Serieller Anschluss (SPP) "SPP Dev” CoM17

i
e J
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15.4 KERN Communications Protocol (KERN Interface Protocol)

KCP is a standardized set of interface orders for KERN balances, which allows many
parameters and device functions to be called up and controlled. KERN devices that
have KCP can use it to connect easily to computers, industrial control systems and
other digital systems. A detailed description you will find in the ,KERN Communica-
tions Protocol“ manual, available in the download area on our KERN homepage
(www.kern-sohn.com).

To activate KCP please observe the menu overview of your balance’s operating in-
structions.

KCP is based on simple ASCII orders and replies. Every interaction consists of an or-
der, possibly with arguments separated by spaces and finished by <CR>< LF>.

The KCP orders supported by your balance may be queried emitting the order ,10*
followed by CR LF.

Extract of the mostly used KCP orders:

10 Shows all implemented KCP orders

S Sending stable value

Sl Sending current value (also instable)

SIR Sending current value (also instable) and repeating

T Taring

V4 Zeroing

Example:

Order S

Possible | S_S_ .  100.00, | Order accepted, execution of the order started,

replies g currently another order is executed, timeout reached,
S| over- or underload
S_torS_-
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15.5 Issue functions

15.5.1 Add-up mode < 5ufl>

With this function the individual weighing values are added into the summation
memory by pressing a button and edited when an optional printer is connected.

Activate function:

=  In Setup menu invoke the menu setting < F

with button [ «'].

=  Use the navigation keys 11 to select the setting < om> and confirm on [ «'] but-
ton.

~ mkE > = <S4 > and confirm

=  To exit the menu, press the navigation key PRINT repeatedly

i Condition: Menu setting

<PrModE>=<kr Lo= <[MARuAL> = <ar>

Add-up weighed goods:
= If required, place empty container on scale and tare.

= Place first good to be weighed on balance. Wait until stability display (s ) ap-

pears and then press the PRINT-button. The display changes to < 5l |>, fol-
lowed by the current weighing value. The weighing value is stored and edited by
the printer. The symbol X pops up. Remove the weighed good.

= Place second good to be weighed on balance. Wait until stability display (. . A)

appears and then press the PRINT-button. The display changes to < Sulid >,
followed by the current weighing value. The weighing value is stored and edlted
by the printer. Remove the weighed good.

= Add-up more weighed goods as described above.
= You can repeat this process until the capacity of the scales is exhausted.
Display and edit sum ,, Total“:

= Press the PRINT key long time. The number of weighings and the total weight are
edited.
The sum memory is deleted; the symbol [.2..] extinguishes.
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Sample log (KERN YKB-01N):

Menu setting < PrilodE >= < ForliAk > = <Shork >

_— 1 First weighing

N: S 5 1.9993 kg

—— - 0 - ()000 K g PRINT

- 1.9993 kg 7&;

o 1.9992 kg

No. Z Second weighing

N: s 5 ¢.999Z kg

T: 0. 0000 kg —

- ©.9992Z kg

C: 2.9985 kg _{')_

No. 3 — Third weighing

N: 5 5 ¢.4992 kg

G - 2.0000 kg

c: 0.499Z kg

C- 3.4977 kg b

No I3 — iqhi

= 5, BEHY g Number of weighings/
Total

Sample log (KERN YKB-01N):
Menu setting

<PrlModE>=<HE Dhk>= <S50 PrE> = <ams>

First weighing
PRIMNT
Ho 1 —_—
200.0 g i "-l
c 200.0 H H
e > e Second weighing
500.0 g i '
C: 700.0 g PENT . . .
Yo R Third weighing
400.0 g H
C- 1100.0 g _
. PP ?{;—r Fourth weighing
l00.4 g
c: 1200.4 g Number of weighings/
to "] | Total
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15.5.2 Net total Mode < nEEE ok >
Activate function:

=  In the Setup menu, call up the menu setting < Pr ink > = <nEkkok > and
confirm with the [« ] button.

=  Use the navigation buttons!t to select the < om > setting and confirm with the
[« ] button.

=  To exit the menu, press the navigation button PRINT repeatedly

i Prerequisite: Menu setting

<PrNodE > m<br Oomw<IARuRAL >m<an>

A load is placed on the scale and the button PRINT is pressed. This sample is then
automatically tared to weigh the next sample.

After pressing the button PRINT again the system automatically tares again.
The limit here is the maximum weighing range.
Display and output net "Total":

Press and hold the PRINT button. The number of weighings and the total weight are
output.
The net memory is deleted; the [.2. .] symbol disappears.

Sample protocol (KERN YKB-01N)

Menu setting < PrTlodE >=<HE (DhE>=<S0LPrE >
Comp 01: 199.9[0] g First weighing
TOTAL = 199.9[0] g
Comp 02: 99.9[0] g %\ Second weighing
TOTAL = 299.8[0] g -
Comp 03: 50.0[0] g %\ Third weighing
TOTAL = 349.8[0] g Y
e Number of weighings/
ik Total sum
Comp. No. = 3 —
Comp. TOTAL = 349.8[0] g

TEWJ-B-BA-e-2620
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Sample protocol (KERN YKB-01N)

Menu setting < PrlodE >= < L_AY9ouk >=<LLF >
g

TYPE EWJ 600-1M-A
SN WF24007464
BALID 00000213

DATE 2024 Oct 14

TIME 11:47:30
Comp 01: 199.9[0] g
TOTAL = 199.9[0] g —
Comp 02: 99.9[0] g ”
TOTAL = 299.8[0] g «
Comp 03: 50.0[0] g
TOTAL = 349.8[0] g
Comp. No. = 3 ;
Comp. TOTAL = 349.8[0] g
-SIGNATURE-
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Header data

First weighing

Second weighing

Third weighing

Number of weighings/
Total sum
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15.5.3 Statistics mode <2 FRE >
Activate function:

=  In the Setup menu, call up the menu setting < Pr ink > = <5ERE > and
confirm with the [« ] button.

=  Use the navigation buttons!t to select the < om > setting and confirm with the
[« ] button.

=  To exit the menu, press the navigation button PRINT repeatedly

i Prerequisite: Menu setting

<PrNodE > m<br Oomw<IARuRAL >m<an>

The statistics mode saves up to 99 weight values and evaluates them statistically.
The following values are saved and exported:

- Highest value (maximum)
- lowest value (minimum)

- Number of components

- Standard deviation

- average

The limit here is the maximum weighing range
Display and output statistics:

Press and hold the PRINT button. All the specified values are output.
The statistics memory is deleted.
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Sample protocol (KERN YKB-01N)

Menu setting < PrilodE >=<HE Lhk>=<4

LLPrE >

C

First weighing

No1 + 45.8[0] g
Second weighing
No2 + 45.8[0] g
Third weighing
No3 + 45.8[0] g 0
Fourth weighing
No4 + 50.1[0] g
Fifth weighing
No5 + 20.0[0] g "*

Maximum/minimum

Max + 50.1[0] g weight

Min+ 20.0[0] g
No 5
sqrt + 0.7[0] g

Number of weighings
Standard deviation

Average
Res + 41.5[0] g
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Sample protocol (KERN YKB-01N)

Menu setting < PrilodE >= < LAY9cuk >= < LLP >

TYPE EWJ 600-1M-A
SN WF24007464

BALID 00000213
Header data

DATE 2024 Oct 14
TIME 11:47:30

No1 +45.8[0] g First weighing

Second weighing

No2 + 45.8[0] g

No3 + 45.8[0] g S Third weighing

No4 + 50.1[0] g "T Fourth weighing
Fifth weighing

No5 + 20.0[0] g "T

M.ax +50.1019 Maximum/minimum

Min+ 20.0[0] g weight

No 5 Number of weighings

sqrt + 0.7[0] g Standard deviation
average

Res + 41.5[0] g
Signature field

-SIGNATURE-
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15.5.4 Data output after pressing the PRINT button < [{RnuRL >
Activate function:

= In Setup menu invoke the menu setting < Pr ik > = <PrllodE> = <

Er L >and confirm with [ <] button.

= For a manual data output select the menu setting < MHRUAL > with the naviga-
tion keys 11 and confirm on the [ «'] button.

= Use the navigation keys 11 to select the setting < &> and confirm on [ «' ] but-
ton.

= To exit the menu, press the navigation key PRINT repeatedly.

Place goods to be weighed on balance:
= If required, place empty container on scale and tare.

= Place goods to be weighed. The weighing value is edited by pressing the PRINT-
button.
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15.5.5 Automatic data output < Aut o>

Data output happens automatically without having to press the PRINT button as soon
as the corresponding output condition has been met, dependent on the setting in the
menu.

Enable function and set the output condition:

= In Setup menu invoke the menu setting < P ik > = <FPrilodE> = <
Er L >and confirm with [ < ] button.

=  For an automatic data output select the menu setting < Huko > using the navi-
gation keys 11 and confirm by the [ «'] button.

=  Use the navigation keys i1 to select the setting < ©m > and confirm on [ «']
button. < Ur AnLE> is displayed.

=  Acknowledge by [ <] button and set the required output condition with the navi-
gation keys 1.

Acknowledge by [ +'] button.
=  To exit the menu press the navigation key PRINT repeatedly.

v

Place goods to be weighed on balance:

= If required, place empty container on scale and tare.

= Place weighed goods and wait until the stability display (s ) appears.
The weighing value is issued automatically.

15.5.6 Continuous data output < caonk >

Enable function and set the output interval:

=  In Setup menu invoke the menu setting < P ink > = <PrllodE> = <

Er L >and confirm with [ < ] button.

=  For a continuous data output select the menu setting < C onkt > using the navi-
gation keys 11 and confirm on [ «'] button.

=  Use the navigation keys 1T to select the setting < om> and confirm on [ « ] but-
ton.

> <9PEEd>is displayed.

=  Acknowledge with the [ «'] button and set the required time interval with the
navigation keys 1 (numerical input see chap. 3.2.2)

Set the required output condition <_Er o> & <5ERBLE>.

4

=  To exit the menu press the navigation key PRINT repeatedly.

Place goods to be weighed on balance

= If required, place empty container on scale and tare.

= Place goods to be weighed.

= The weighing values are issued according to the defined interval.
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Sample log (KERN YKB-01N):

« 9997 kg
. 9999 kg
- 9999 kg
.8999 kg
« 0000 ka
- 0000 kg
- 0000 kg
- 0000 kg
« 9998
2928
- 000Z
-4189
= 9998
. 99986
- 9996
- 9997
- 9997
. 9996
-99956

ka
kg
kg
kg
ka
kg
L=}
ka
kg
kg
kg

VLU WA W A U A A0 N n 0
UR=ReRvivivivielwR-RURLET NI ReReRvRe
NNMNNRNNRNNRNS SR RNRN NS S

15.5.7 Connecting the EWJ as a reference balance to the IFS

=

=

In the Setup menu, select the menu options < P ink >= < PriiodE>= <

Er > and confirm with the [ ] key.

To establish the connection, use the navigation keysit to select the menu set-
ting < ccHSEnd > and confirm with the [«'] key.

Use the navigation keyslT to select the desired option and confirm with the [« ]
key.

To exit the menu, press the PRINT button repeatedly.

Data format

In the setup menu call up the menu setting < Pr ink > = <PrliodE> =

<HE Lhk > = <GnkEPrk > and confirm on [ < ] button.

Use the navigation keys !1 to select the menu setting < For [MAE > and con-
firm on [ «'] button.

Use the navigation buttons 1T to select the desired setting.
Options:

< S5hork >Standard measuring protocol

<Lonl > Detailed measuring protocol
Confirm setting with [ «'] button.
To exit the menu press the navigation key PRINT repeatedly.

Sample log (KERN YKB-01N):

ForMAE = Shork

p B Bir o

s s Z.0000 ka N:
0.9000 kg S D 2.0000 kg
Z2.95000 kg Tara weight after =:
0.5000 kg
Gross weight:
Z2.5000 kg
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16 Servicing, maintenance, disposal
Before any maintenance, cleaning and repair work disconnect the ap-
pliance from the operating voltage.

16.1 Cleaning

Please do not use aggressive cleaning agents (solvents or similar agents), but a
cloth dampened with mild soap suds. Ensure that no liquid penetrates into the de-
vice. Polish with a dry soft cloth.

Loose residue sample/powder can be removed carefully with a brush or manual vac-
uum cleaner.

Spilled weighing goods must be removed immediately.

16.2 Servicing, maintenance

= The appliance may only be opened by trained service technicians who are au-
thorized by KERN.

= Before opening, disconnect from power supply.

16.3 Disposal

Disposal of packaging and appliance must be carried out by operator according to valid
national or regional law of the location where the appliance is used.
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17 Instant help for troubleshooting

In case of an error in the program process, briefly turn off the balance and disconnect
from power supply. The weighing process must then be restarted from the beginning.

Fault

The weight display does not
glow.

The displayed weight is per-
manently changing

The weighing result is obvi-
ously incorrect

84

Possible cause

The balance is not switched on.

The mains supply connection has been interrupted
(mains cable not plugged in/faulty).

Power supply interrupted.

Draught/air movement

Table/floor vibrations

Weighing plate has contact with foreign objects.

Electromagnetic fields / static charging (choose dif-
ferent location/switch off interfering device if possi-
ble)

The display of the balance is not at zero
Adjustment is no longer correct.

The balance is on an uneven surface.
Great fluctuations in temperature.
Warm-up time was ignored.

Electromagnetic fields / static charging (choose dif-
ferent location/switch off interfering device if possi-
ble)
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18 Error messages

Error message | Explication
S R T = Zero setting range exceeded
wrndEr Zero setting range not achieved
Tab=1=4al=" Load instable
Hronl Adjustment error
] Underload
[~ 77 Overload
Lo bRE Capacity of batteries / rechargeable batteries ex-
hausted
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